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Length	  Packaging	 Weight
2”	    500	 13 lb
2 1/2”	    500	 16 lb
3”	    500	 18 lb
3 1/2”	    500	 21 lb
4”	    500	 23 lb
4 1/2”	    500	 25 lb
5”	    500	 28 lb
5 1/2”	    500	 31 lb
6”	    500	 33 lb
7”	    500	 38 lb
8”	    500	 44 lb
9”	    250	 25 lb
10”	    250	 28 lb
11”	    250	 31 lb
12”	    250	 33 lb
Longer lengths available upon request.

Fasteners
CD-10 Fastener Product Details

• �Split bulb exerts pressure on walls of hole, 
producing remarkable holding power.

• Diamond point prevents hole damage.

The corrosion resistant coating on all IB 
Fasteners exhibits less than 15% red rust 
after 30 Kesternich cycles. This coating 
exceeds F.M. Approval standard 4470.

The data below is constant for each CD-10.
Split Diameter:	. 270/.277
Head Diameter:	. 435
Head Height:	. 115
Head Style:	 Flat top pan
Coating:		  CR-10

The CD-10 is a hammer in, non-threading fastener designed to 
secure insulation and single ply membrane to structural concrete. 
The fastener is available in 2” – 12” lengths. The IB CD-10 is Factory 
Mutual and Dade County approved.

Application
Predrill a 7/32” hole using an SDS or straight shank bit. The fastener is 
then installed with a 2 lb. short handled sledge hammer. This fastener 
must be embedded a minimum of 1”.

Approvals:










